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Table C1: Characteristic Values under tension loads 

Anchor sizes 

Steel failure 

Characteristic resistance 

Partial safety factor 

Pullout 

Characteristic resistance in 

cracked concrete C 20/25 

Characteristic resistance in 
non-cracked concrete C 20/25 

lncreasing factor for NRk,P in 
cracked and non-cracked 
concrete 

Installation safety factor 

NRks 

Y Ms 

NRk,p 

NRk,p 

\lie 

Y2 

Concrete cone f ailure, splitting failure 

Effective anchorage depth hef 
Spacing ScrN = Ser 
Edge distance CcrN = Ccr 
Installation safety factor Y2 

[kN] 

[-] 

[kN] 

[kN) 

C 30/37 

C 40/50 

C 50/60 

[-] 

[mm] 

[mm] 
[mm] 

[-] 

Table C2: Displacements under tension loads 

Anchor sizes 

Tension load in cracked concrete N [kNl 

Dis placements 
ÛNO [mm] 

ÛN• [mm] 

Tension load in non-cracked concrete N [kN] 

Dis placements 
ÛNO [mm] 

ÛN- [mm] 

HECQ MUL Tl-MONTI MMS A4 

Performanc.e 
Characteristic values under tension loads 
Displacements under tension loads 

291505.14 

MMS-7,5 A4 

23 

5 

7,5 

1,4 

40 

1,4 

MMS-7,5 A4 

1,7 

0,1 

0,2 

2,6 

0,1 

0,2 

OIBt 

MMS-10 A4 MMS-12 A4 

16 25 

1,4 

9 12 

12 16 

1,22 

1,41 

1,55 

1,2 

47,5 54,5 

3 X he1 
1,5 X he1 

1,2 

MMS-10 A4 MMS-12 A4 

3,0 4,0 

0,1 0,2 

0,2 0,6 

4,0 5,3 

0,1 0,2 

0,2 0,6 
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